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      MATERIAL SAFETY DATA SHEET
SECTION 1. IDENTIFICATION OF THE SUBSTANCE/PREPARATION

Product Name
:
PROFESSIONAL MASONRY PAINT White (PSB 600)
Company Name
:
Plascon Paints South Africa (Pty) Ltd

Address

:
Private Bag X4010




Kenmare 




1745

Telephone
:
(011) 951 4500

Facsimile
:
(011) 955 4136

Contact Person
:
Dr. B. Cooray

SECTION 2. COMPOSITION/INFORMATION ON INGREDIENTS

Chemical Class
: Modified acrylic
Classification 
: Harmful, Xn

R-Phrases
: R10, 65

S-Phrases
: S25

	HAZARDOUS COMPONENTS
	% (w/w)
	CAS No.
	E.C. No.

	Heavy Aliphatic Petroleum Solvent
	  14 %
	64742-96-7
	649-406-00-5


SECTION 3. HAZARDS IDENTIFICATION

SAPMA Health Rating : 
2-MODERATE - Temporary or minor injury possible even if treatment given

Inhalation : 

Harmful. Avoid exposure to fumes or mists. Suggest TLV 5mg/m3 for oil mists.

Skin : 


Irritating, risk of dermatitis. May be absorbed.

Eyes : 


Irritating.

Ingestion : 

Harmful.  May cause lung damage if swallowed.

No carcinogenic, mutagenic or genetic effects established 

May have short term environmental effects. Contain, monitor & remove.

[image: image2.png]rrrrr



   [image: image3.png]


  [image: image4.png]



SECTION 4. FIRST AID MEASURES

Inhalation : 
Move to fresh air.

Skin : 

Use hand cleaner/soap & water. Remove contaminated clothing. If any discomfort get medical attention

Eyes : 

Rinse immediately with plenty of water. Seek medical advice if symptoms persist.

Ingestion : 
DO NOT INDUCE VOMITING.  Get immediate medical attention.

SECTION 5. FIRE FIGHTING MEASURES

Flammable. Containers can burst in a fire. Can form explosive vapour/air mixture.

Extinguish with foam CO2 or Dry powder. Use fog to cool and control. Do not use water jets.

SECTION 6. ACCIDENTAL RELEASE MEASURES - SEE ALSO SECTIONS 5, 8, 13

Contain & collect using non-combustible absorbent material.  Keep out of drains and sewers

SECTION 7. HANDLING AND STORAGE

Keep away from ignition sources, flames , sparks, static and heat. Store in a ventilated, dry area away from direct sunlight. Store separately from any reactive substances - oxidisers in particular.

SECTION 8. EXPOSURE CONTROLS/PERSONAL PROTECTION

OCCUPATIONAL EXPOSURE LEVEL (Type : Mixture)

	
	CAS
	OEL (mg/m3)
	OEL (ppm)
	STOEL (mg/m3)
	STOEL (ppm)

	Heavy Aliphatic Petroleum Solvent
	64742-96-7
	525
	100
	
	


 (CL/RL = Controlled/Recommended level  'S' = Skin annotation)

SAPMA Rating : 
2-H-E PPE : Respirator and Eye protection

Inhalation : 
In case of insufficient ventilation, use suitable respiratory protection.

Skin : 

Use barrier cream and impervious gloves.

Eyes : 

Use face shield & goggles or full face respirator/hood.  Avoid direct contact.

Ingestion : 
Observe the rules of hygiene. Wash before eating or drinking.
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SECTION 9. PHYSICAL AND CHEMICAL PROPERTIES

Flash Point : 
37 (C

Viscosity:
84 - 90 KU, Krebs Stormer

Water : 

Insoluble 
 

SECTION 10. STABILITY AND REACTIVITY

Stable under normal conditions. Could generate static - use earthing. Inert - no reaction with fire-fighting water

SECTION 11. TOXICOLOGICAL INFORMATION

No carcinogenic, mutagenic or genetic effects established

SECTION 12. ECOLOGICAL INFORMATION

May have short term environmental effects. Contain, monitor & remove.

SECTION 13. DISPOSAL INFORMATION

Hazardous.  Use reputable waste disposal contractors.

SECTION 14. TRANSPORT INFORMATION

Technical name:
Not classified as dangerous for transport

UN no : 

Not classified as dangerous for transport

Class : 

Not classified as dangerous for transport

Danger group : 
Not classified as dangerous for transport

SECTION 15. REGULATORY INFORMATION

Classification : Xn

R10 -   
Flammable

R65 -  
Harmful, may cause lung damage if swallowed


S25 -
Avoid contact with eyes.

SECTION 16. OTHER INFORMATION

TAKE PRECAUTIONARY MEASURES AGAINST STATIC DISCHARGES.

IN CASE OF ANY DISCOMFORT ALWAYS SEEK MEDICAL ADVICE.

This MSDS conforms with General Administrative Regulations of 6 Sept.1996 (ISO-11014/ANSIZ400.1.1996)

OELs derived from OHS Act Regulations for Dangerous Chemical Substances of 25 Aug.1995 (EH-42)

Classifications done according to The Classification and Labelling of Dangerous Substances and Preparations for Sale and Handling (SABS:0265:1999) and The Identification and Classification of Dangerous Substances and Goods (SABS 0228: 1995)

SAPMA Rating - South African Paint Manufacturers Association Guide to Health Hazards (SABS ARP 006:1991)

All information is given in good faith but without guarantee in respect of accuracy.

No responsibility is accepted for errors or omissions or the consequences thereof.
MSDS – PSB 600
 
Revision 1.00
Date Issued - 28/08/2001
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